Bup'Ado) — YINOHS ANV HSYM 30V43A3 AONFNMINT 020 )d\poodwy\dopisag\ipiowprngop\siesn\:

m m —
m < W
SIS E
= —
S| o
uqlﬂ_l_S
5|z 2 4
w Q>
Sl < =

|_|_|1_
ol Z m 9

> 2| = >
El- =X

rsla s v

|VOW

B
Y

Mmoo <

nelsx
EVS
ElH
=

Y A >

< X =

= (=

) = wn

0z &
p= e
=

Zs| E
(uw)

o e
2
1
2 >
—
o
=

3 IRREERE

SELEHERE

m_.dm nmmm

z|l A =z -

[S] .ow_wmm
O |“| g
N || BP

2lz| 2
" NN
A SR

STAY OPEN VALVE I/

SUPPLY AND INLET TEE
SHOULD BE SIZED TO
PROVIDE MINIMUM REQUIRED

STAY OPEN VALVE l/

SUPPLY AND INLET TEE
SHOULD BE SIZED TO

PROVIDE MINIMUM REQUIRED

,_ ,_ FLOW OF 20 GPM FOR ._‘ / H FLOW OF 20 GPM FOR
AT A SHOWER AND 3 GPM — A SHOWER AND 3 GPM
FOR EYEWASH. A FOR EYEWASH.
l— Nm _
PLUMBED TO SUPPLY 1-1/4" IPS PLUMBED TO SUPPLY 1-1/4" IPS
~———1-1/4" SCHEDULE 40 HOT-DIPPED
——1-1/4" SCHEDULE 40 GALVANIZED STEEL.
Y . HOT—DIPPED GALVANIZED STEEL. Y .
=8 9 3/8" =% | 9 3/8"
g = AY OPEN VALVE 2 = — AY OPEN VALVE
N = = TEE PLUGGED AT BOTTOM ~ = = TEE PLUGGED AT BOTTOM
o <X I S M <
5 25
= > - INSTALL PLUG IN
> o ™ o 9 HORIZONTAL DRAN LINE
(7] © N
. [N MODIFY STANDARD EYEWASH AS SHOWN BY
“ﬁ,“_mwv%mmaz\ 4 NS PROVIDING A TEE IN LIEU OF 90° ELBOW ON THE
M © SUPPORT AND INSTALLING A PLUG IN THE
SECURE TO FLOOR USING HILTI HORIZONTAL DRAIN LINE SO THAT THE EYEWASH
KB—11 BOLT. VERIFY DIAMETER — DRAINS STRAIGHT OUT OF BOWL. SEE NOTE 7.
/m_.ooz WITH MFR. x 2° MIN. EMBED. /FSz PLUCGED TEE
} | <'SECURE T0 FLOOR USING HILTI
KB-T1, BOLT. VEREY DIAMETER
WITH MFR. x 2" MIN. EMBED.
EEWS INSTALLATION DETAIL EEWS INSTALLATION DETAIL (ALT—1)
NTS
NOTES:

1.

10.

1. A HAWS MODEL 8300—8309 COMBINATION EYE/FACE WASH SAFETY
SHOWER SHALL BE USED. SHOWER HEAD MUST BE SP829 WITH
INTEGRATED 20 GPM FLOW CONTROL.

LOCATE AWAY FROM EQUIPMENT & OBSTRUCTIONS TO MAINTAIN THE
INDICATED CLEARANCES.

DEMARCATE CLEARANCE AREA WITH GREEN AND WHITE COLORS.
PROVIDE SUFFICIENT SPACE UNDERNEATH EYEWASH FOR DRAIN
BUCKET.

PROVIDE ELECTRICAL CLEARANCES PER LBNL POLICY FOR EMERGENCY
EYE/FACE WASHES AND SAFETY SHOWERS.

DIMENSIONS SHOWN ARE INTENDED TO REFLECT UNITS AS SUPPLIED
BY MANUFACTURER. IF DIMENSIONS VARY MORE THAN +1/2" CONTACT
PROJECT ARCHITECT.

EEWS INSTALLATIONS SHALL COMPLY WITH THE "EEWS INSTALLATION
DETAIL” ABOVE. INSTALLATIONS PER ALT.1 SHALL ONLY BE PERMITTED
BY CASE—SPECIFIC CONCURRENCE BY EH&S.

INSTALL A "DO NOT CLOSE VALVE" TAG AT THE SUPPLY VALVE. TAG
SHOULD BE PART NO. RPT-32 MANUFACTURED BY HCL INC., 510 E.
MAUDE AVE., SUNNYVALE CA 94086.

ASSIGN AN EQUIPMENT ID NO. TO THE NEWLY INSTALLED UNIT &
AFFIX AN EQUIPMENT ID ON THE WALL ADJACENT TO THE UNIT.

USE DOMESTIC WATER SUPPLY TO BE 30+/- 0.5 PSI. SHOWER FLOW
RATE TO BE AT LEAST 20 GPM. EYE/FACE WASH FLOW RATE TO BE
AT LEAST 3.0 GPM

WALL |
{
iy
n_h.v i3 -
. © & ([EMERGENCY ENE/FACE WASH 3
— 0 AND JHOWER <3
<+ ,_| DO NOT BLOCK THIS AREA
s HOWER HEED AND
© EYE/FACE WASH MUST BE
ALIGNED AS[{SHOWN
_i| 16" ||_i| 16" ||_
VIEW _A-A

11. HAWS INSTALLATION RECOMMENDATI
SEALANT. IF NECESSARY USE DOW
SMALL BEADS ON THE MALE TREAL
THREAD.”

SEE DETAIL INS—127 FOR ELECTRI
LOCATED NEAR EEWS.

12.

ON; "DO NOT USE REGULAR PIPE
CORNING 832 SEALANT PLACING 5
S, JUST ABOVE THE FIRST

CAL REQUIREMENTS FOR DEVICES




